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BAND PREMIER
Linear luminaire for architectural lighting.

Housing: 
Beam angle: 
symmetrical: 
asymmetrical: 
Housing color: 
IES protection classes:
Color temperature, K: 
Input voltage, V: 
Ingress Protection Rating, IP:
Color rendering index, CRI: 
Operating temperature:
Guaranteed lifetime, hours:

Pressure die-cast aluminum alloy with polyester powder paint

12°, 30°, 55°
25x45°
Grey, RAL
Class I (SELV)
3000K-5700K
24V, 220V
IP66
>70
-40°C ~ +50°C
>75 000h

Article Name Power, W Dimensions, mm Input voltage, V Beam angle, degrees Color temperature,  K Weight, kg

823008030 BAND Premier 300mm 8W 24V IP66 8W 300x38x45 (75) 24V 12°, 30°, 55°, 25°х45° 3000К-5700К 0.70kg

823000030 BAND Premier 300mm 8W 220V IP66 8W 300x38x45 (75) 220V 12°, 30°, 55°, 25°х45° 3000К-5700К 0.70kg

823015060 BAND Premier 600mm 15W 24V IP66 15W 600x38x45 (75) 24V 12°, 30°, 55°, 25°х45° 3000К-5700К 1.50kg

823000060 BAND Premier 600mm 15W 220V IP66 15W 600x38x45 (75) 220V 12°, 30°, 55°, 25°х45° 3000К-5700К 1.50kg

823022090 BAND Premier 900mm 22W 24V IP66 22W 900x38x45 (75) 24V 12°, 30°, 55°, 25°х45° 3000К-5700К 2.20kg

823000090 BAND Premier 900mm 22W 220V IP66 22W 900x38x45 (75) 220V 12°, 30°, 55°, 25°х45° 3000К-5700К 2.20kg

823024100 BAND Premier 1000mm 24W 24V IP66 24W 1000x38x45 (75) 24V 12°, 30°, 55°, 25°х45° 3000К-5700К 2.40kg

823000100 BAND Premier 1000mm 24W 220V IP66 24W 1000x38x45 (75) 220V 12°, 30°, 55°, 25°х45° 3000К-5700К 2.40kg

823030120 BAND Premier 1200mm 30W 24V IP66 30W 1200x38x45 (75) 24V 12°, 30°, 55°, 25°х45° 3000К-5700К 3.20kg

823000120 BAND Premier 1200mm 30W 220V IP66 30W 1200x38x45 (75) 220V 12°, 30°, 55°, 25°х45° 3000К-5700К 3.20kg

823036150 BAND Premier 1500mm 36W 24V IP66 36W 1500x38x45 (75) 24V 12°, 30°, 55°, 25°х45° 3000К-5700К 3.20kg

823000150 BAND Premier 1500mm 36W 220V IP66 36W 1500x38x45 (75) 220V 12°, 30°, 55°, 25°х45° 3000К-5700К 3.20kg


