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AGIVA WALLWASH
Flexible linear luminaire for architectural accent lighting

Housing: 
Housing color:
Beam angle:
IES protection classes:
Color temperature:
Input voltage:
Control system: 
Ingress Protection Rating, IP:
Operating temperature:
Minimum cutting length:
Maximum length:
Bend diameter:
Weight:

Sealed die-cast silicone housing   
White
15°, 20°, 25°, 38°, 60°, 20°x40°
Class III (SELV)
2700K, 3000K, 4000K, 5000K, 6000K, R, G, B
24V
On/Off, PWM, 1-10V, TRIAC, DALI
IP68
−40°С ~ +50°C
0,25m
5m
250 mm horizontal, 400 mm vertical
0,5 kg/m

Article Name      Power Dimensions, mm     Input voltage            Beam angle   Color temperature Weight, kg

911026095 AGIVA WALLWASH 1000mm 18W 24V IP68 SINGLE COLOR 18 W 1000x18x18 24 V 15°, 20°, 25°, 38°, 60°, 20°x40° 2700K, 3000K, 4000K, 5000K, 6000K, R, G, B     0,5

911026070 ALUMINIUM MOUNTING CHANNEL 1m  

911026071 ALUMINUM MOUNTING CHANNEL (wIth visor) 1m  

ACCESORIES:  

911026046 CONNECTOR/CONNECTOR IP68  

IP68


