ORB

USER MANUAL

The luminaire shall be installed by a qualified electrician and wired in accordance with the latess IEE
electrical regulations or the national requirements.
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Installation Instructions

A. Technical Parameters

Product name
Product code

Input Voltage

Power

Beam Angle

Color temperature
Working Environment
Dimensions

Net weight

Control Mode

ORB

805

AC 220V, DC 24V

3-6W

120°

2700K, 3000K, 4000K, 5000K, 5700K, R, G, B, RGBW 4in1
-40°C to +50°C

@60x53 mm, @110x66 mm

0.3-0.5Kg

On/Off, DMX-512
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Installation Instructions

1.

2.

Fix the lamp on the mounting surface with the mounting screw.

fixing method on concrete
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fixing method on steel

Connect the cable of the lamp to power supply.

Notes:

DC 24V /AC220V

f

- There are no special requirements for the installation direction.
- When receiving the device, check the article, color temperature, protection class,

power cable.
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Wiring diagram

ON/OFF V+ (Brown 0. 75m?)

AC 110-240V DC24V IN E;
50/60Hz
;V

Power ~(Blue 0. 75m?)

- End Cap
C 24 Max: 25 pcs
Power ([ X X X ] ]
U
2X 1mm?
& End Cap
C 24 Max: 25 pcs
Power ([ X X X ] 0
‘ -

@
e
®
@
DMX RGBW V' (grow 1. 0mr?)
V-l 1. 0m?)
AC 100-277V
50/60Hz DC24V/DMX IN 9
Power

ADI (Purple 0. 5m?)
D (Black 0. 5m?)
D+(0range 0, 5mr? )

End Cap
C 24 Max: 25 pcs /
0/1-10V Power (X X X}
DX
0/1-10V/DMX INPUT

DMX: 2X 1mm® +3 X 0. 5un®

Max: 25 pcs find Cap
DC 24 /
0/1-10V Power (X X X J
DMX* 0/1-10V/DMX INPUT
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Overall dimensions
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